
 

 

 

 

 

 

Overview:  The USMC Sub-belt replaces the 
cartridge belt and provides a hip-worn platform for 
carriage of fielded pouches and the USMC Holster via 
Pouch Attachment Ladder System (PALS).  It is 
distributed in three sizes and is part of the Family of 
Individual Load Bearing Equipment (ILBE). 
 
Features:  The USMC Sub-belt allows for tailorable 
load configurations with the PALS compatible 
pouches and equipment.  It can be worn with or 
without the fielded body armor systems.  
 
Components:  The USMC Sub-belt consists of an 
adjustable hip belt and shoulder harness.  
 
Approved Acquisition Objective (AAO):  The 
USMC Sub-belt quantity authorized for peacetime 
and wartime requirements to equip and sustain the 
force in accordance with current DoD plans and 
policies is listed in the table below: 
 

UNIT AAO 
I MEF 47,805 
II MEF 50,433 
III MEF 26,266 
MFR 37,666 
BPS 2,438 
MARFORSOC 3,239 
SPT 39,003 

TOTAL 206,850 
 

 

USMC SUB-BELT 

Concept of Distribution:  One per Marine or Sailor. 
 
Fielding Status:  Fielding complete 
 
Requirements Document:  ILBE Capabilities 
Development Document (CDD) Change 1 dated  
23 Feb 2005 
 
Training:  Provided by the Infantry Combat 
Equipment Training Teams (ITT) resident in each 
MEF and can be coordinated through Product 
Manager Infantry Combat Equipment (PdM ICE). 
 
Manuals:  None 
 
Supply/Logistics: 
TAMCN:  C01802F 
ID No:  12266B   
NSN:  8465-01-615-5140 (Medium) 
 
Manufacturer:  Currently sustained by PdM ICE.  
SRP pending for sustainment to DLA TS.  
 
Contact information:  Email:  pdmice@usmc.mil 
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